ical Minimum
Q. Joint
Joint A

9 Gauge 2" Mesh Chain
Link Fabric (Typ.) to

continue over expansion 300" Fanel

and construction joints 3.9t

3 Spaces at 7-6" (Max.) = 227-6"
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L 39" —Tension Wire Top and Bottom
| See Std. 664001
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arapet  Chain Link Fence,

Construction Joint —

Fence Fabric

e Fence Post

to Structure

~Detail |

f Top of

3
Chain Link Fence, 42" Attached

poee00s

Rustication
Finish \

Fluted Parapet

1-57
W. 98th Place EXxpressway

-3
Parapet

SECTION A-A

T 1-57

\&Cons/ruoﬁon Joint —»
BACK FACK ELEVATION - TOP OF RETAINING WALLS
FLUTED\‘RARAPET AND CHAIN LINK FENCE

¢ Fence Post

Typ.
2 L
[ 1 ]
1 ™
i
i 1A
! 1
W. 98th Pl ! i . Erpr
. ace .= [ I——
- ¥ -
: N Bar b'x1h"x6%"
3’4"_i 5/477 6/2”
> :
— Bar @”xl@"x&/

|
Expansion Joint —»}

6"
r——
Typ.

ence Fost

/4u

=]

3" ¢ (Nominal 1.D.)
XISfPipe Tap for

Post-Pipe Type A
f (233" Diameter 0.D.)

|
- " Fabric Pad

LM Typ.
" 36" "’
i~ 6

i | i
5" 34 "
/2“)(112“)(7/2/1

SECTION B-B

Expressway
s By
s
€ Anchor Bolts, _‘__ig
Notes 1 & 2 L
.1/ o 3n 30 g " .
f< | ,—Base I 7s"x9"x9"
. o withls" Fabric Pad
HO | of B
- "¢ x 1b" Lg. M~
< (G fenee =7 Swited Hole L
‘g . > b (Typ.)
Sia ({ .
SIS & posi - Pipe ) ] e |
SIE /
o AT0 O - e afs
" N o 2%" ¢ 0.0.) S
Sy N NI NP7 NI B
;_ 1 / 4/ 45"
P, L,V g lW‘ 98th Place lW. 98th Place 1527173 15017
i
7" Module

Retaining \’- 10"
Flute

Fabric tie spaced

24" ¢c-c max. (Typ.)
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STA. 1200+00.00

T0 STA. 136500

FED. ROAD DIST. N0.  [ILLINOIS| FEDTD PROJECT

* (1516.1, 1717 & 1818) R5

Knuckled selvage

Ny
S
£
©
Top Tension i
Wire E
Fabric z R
Bottom Tension § -
Wire \
A %
Top of Fluted Parapet 7 L ™
_\ { .
Barbed or
knuckled selvage
DETAIL 3
BILL OF MATERIAL
ITEM UNIT TOTAL
Chain Link Fence, 42" Attached to Structure Foor 930

62695
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BASE PLATE PLAN SECTION C-C NOTES: REVISIONS ILLINOIS DERARTMENT OF TRANSPORTATION
A ]nd//'eu of the casffisnfp/ace anchor bolt assembly sfwwn, the Contractor has the option of drilling F.A.I. 94 (DA YAN EXPRESSWAY)
and epoxy grouting “g" diameter anchor rods with I'4" diamefer washers. The Contractor shall use
the capsule or the adhesive cartridge type anchor rods that have been previously tested and RETAINING WALL ALONG W. 98TH PLACE
given prior approval by the Department. The Contractor shall install these anchor rods in pre-drilled PARNELL TO I RR
holes according to the manufacturer’s recommendations and procedures. The capsule or adhesive WALL 67 - CHAIN LINK CE, 42"
cartridge shall be sealed W/’rh.pre-measured amounts of adhesive chemical. Anchor rod threading ATTACHED TO STRUCT
TY. |NTERNAT|ONAL fo be peened after nuts are installed. SN, O16-W952 DESIGNED BYs DR
2. For additional chain link details, see Standard 664001 SCALE: N.T.S. DRAWN BY: DJR
REVISED 04/15/05{ DATE: MARCH 25, 2005 CHECKED BY: TD, MI
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